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Thank you for purchasing the cuttable version (KIT) of Marta E- type.
Please read these instructions carefully and follow them when installing the screen door. 
After installation, keep the instructions in a safe place so you can refer to them when necessary.

Configuration and part names

Package contents

1.Cut Top rail
Cut the Top rail to match the installation width.

Note:  Please try not to warp Top rail when  cutting it.

 Otherwise, it may affect the close & open operation.

2.Cut Bottom rail
Cut the Bottom rail to match the installation width. 

Note: Please don’t cut it too short. It may affect the close & 
open operation.

In case the installation width is narrower than that of the product size, please cut the Top and Bottom 
rail. Regarding the installation height cut the Stop post and Screen unit to fit it in the installation place.
(In case of special orders in specific size requested by clients, cut procedure is not necessary).

Cut procedure

 Stop post and Screen unit are in line binded together all 
as one.

Fix Slide bar cap and Stile post cap with screws.

Cut them all to match the product height.
A measure tape is placed on the profile to help you cut correctly. 

Note:  Clean all the cutoffs.

Place the Stop post cap.

Width of at least 42.5 mm

1.Confirm the installation position
Check the right installation position
①Check if it’s flat and the installation space of at least 42.5mm
②Check if Door knob etc. doesn’t interfere with the installed 
screen unit
③Check if all the four corners are right-angled so that they are 
all parallel

Installation
Stile and stop post cap screws

The Top rail length is calculated with the caps.
For example if you have purchased the cuttable version of

1050mm and you have an opening of 950mm, then
you must cut 100mm and then place the caps to reach the 
width of 950mm. 

Note: When the cut is finished, please take off the small 
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Width: W

Accessories  1

piece of magnet holder that is on the top of the sliding bar.
Place the wire inside the sliding bar profile and then push
and click the small part of the magnet holder as shown in
the picture on the left.

Then fix Slide bar cap and Stile post cap with screws.



Push Screen unit with Anchor plate on the Installation side 
(Stile post side) strongly so that Anchor plate sticks well with 
the bottom of Screen unit touching the Bottom rail.
Note: Screen unit should not float off the Bottom rail.
Don’t do any “open” and “close” operation till the installation 
is completed. It may damage the operation.

14.Wire adjustment
①Loosen the screw on Adjust hook a little so that it can move 
up and down. Move down Adjust hook so that the wire 
( which can be seen through inside Top rail ) loose is 
corrected and adjust the wire tension.
Note: Don’t pull the wire too tightly. Then the “open” and 
“close” operation gets heavy.
②Tighten the screw on Adjust hook and fix the right position.

The installation is done. Check the following points before the delivery to clients.
①Close and open the product a few times to check if there is no problem with the operation.
②Check if there is no problem with the installation of Top rail and Bottom rail.
③Check if there is no scratch, twist or warp on aluminum profiles.

Take the white tape off Anchor plate set on Stile post.

Detach Screen unit off Stop post.

2. Clean the installation surfaces.
Wipe away all oil residue, dust, water, sand and mud from the 
installation surface and the floor and then wipe these surfaces 
with a dry cloth to ensure that the product is installed properly.

Take off the white tape of double-sided tape and push 

Stop post side

Stile post side
3.Top rail installation
Fix the top rail caps and make sure that they are deeply  
inserted.
The larger top rail cap should be to the side of Stop post side.

Fix Top rail with the tapping screws.
Note: Do not screw it too much till Top rail gets warped.
Push Top rail caps to both edges so that there is no space on 
them.

5.Bottom rail installation
Mark the line on the floor (installation position) where  
bottom rail is supposed to be placed.
Note: Top rail and Bottom rail should be fixed in the same 
center line. If it’s fixed wrongly, it may affect “open” and 
“close” function.

10.Screw the Anchor plate
Hold the Stile post with hands and pull it towards the Stop 
post to detach it off the frame.
It’s easier to detach it from the bottom part. Place the Screen 
unit along Stop post.

Screw the Anchor plates tightly with tapping screws as they 
are only temporarily stuck with the double-sided tape.
Note: Don’t screw it too tightly. It may damage the Anchor 
plate. Don’t use the electric screw driver either.

Push and click the Stile post.

④Check if Anchor plate and Stile post are respectively fixed well.
⑤Check if there is no space on Slide bar and on Stop post.

Stop post side

7.Screen unit and Stop post Installation

①Check which is the top side of the product.
Note: Screen unit and Stop post are connected with tape so 

the installation should be done without taking off the tape.

②Insert Screen unit and Stop post (linked together with 

magnet) inside Top rail. Stop post should be inserted in the 

groove on the larger Top rail cap and place the bottom of the

Screen unit on Bottom rail.

Stile post side

 should be approximately 20 )mm space on the side of Stop post .

Note: If you place the double-sided tape wrongly once and 

take it out for re-stick, the stick gets weaker. Therefore, 

please stick it properly at the marked position. 

How to operate

Hold the Slide bar with hands on the middle and pull it. 
Note: Don’t hold it on the upper or lower part for the operation 
as it may damage the operation.

Note: Don’t add any part such as knob etc with screw to the 
product as it may damage the “open” and  “close” operation.

4.

6.

8.

9.

11.

12.

it down to the floor strongly in line with the marked line.
Make sure to push it to the side of Stile post (note that there

post on the installation side (Stop post side). 

Note: Don’t do any “open” and “close” operation till the 
installation is completed. It may damage the operation.

13.

Hold the Stop post with hands and pull it towards the Stile post. 

In case the Pleated net is stuck after the product is installed, 
please unravel and open the Pleated net.

Take off the white tape of Anchor plates and push the Stop 

Screw the Anchor plates and then push and click the Stop post. 

Marta E-type Cuttable


